INDIGO

Be surprised!

Acrylic Distemper
\ g/
Indigo Acrylic Distemper (Silver Series) for interiors is an g& J’ "
entry level paint designed to give a smooth matt finish. I o)
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ACRYLIC DISTEMPER

Smooth Matt Finish
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Easy to clean
(Clean with wet cloth)
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WASHABILITY
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GLOSS NO

LOW MEDIUM HIGH
RECOMMENDED USES

AREA SURFACES
v/ Plaster Walls
INTERIOR EXTERIOR
MIXING TOOLS THINNING

THINNING SURFACE

APPLICATION
FILLING
RATIO DRYING TIME ENVIRONMENT
l
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Shake well
before use Brush & Roller

Indigo Polymer Putty L
Water 55-65% by Volume Surface Dry in 20 Min. : 10-40 Degree
Y or Acrylic Wall Putty Humidity: Below 70%
CLEANING SURFACE PREPATION APPLICATION SAFETY FEATURES
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: Newly plastered surfaces should be allowed Apply one coat of Indigo Cement Primer. After
purliiecrlr::vz:clil rlsgsvti;l}:l:lufrllzk;r;%er to mature for a minimum period of § filling up dents with a layer of Indigo Polymer
Ensure that the surface is clean and il 2l
dry.

Putty, apply another coat of Cement primer. Non- flammable

Apply 2-3 coats of Indigo Acrylic Distemper, No added Lead, Mercury or

obtained by thinning 1 kg of distemper with Chromium compounds
550-650 ml of water.




SILVER SERIES

TECHNICAL DATA

Coverage 1st Coat: 10 - 11 sgqm/kg*
2nd Coat: 6 - 7 sqm/kg*

Drying Time 4-6 Hrs

Sheen level 2.1 at 60 degree

Flash point NA

Stability of thinned paint NA

Appearance Semi Solid

Solids 66

Specific gravity 1.64

Recommended DFT NA

Viscosity @25°C by Stormer Viscometer 420 psi by Penetrometer

Pot life 24 hrs
. *Practical Spreading Rate will vary from the
Shelf life 24 months quoted Theoretical Spreading Rate due fo
. factors such as method and condition of
Contrast ratio 98.5 application as well as surface roughness.
PRECAUTIONS POST APPLICATION INSTRUCTIONS
Do not apply when the ambient tempratute below NA

10'c. Do not apply directely on Lime wash or
White cement painted wall

AVAILABLE PACK SIZE SHADE RANGE

Available in: As per Shade Card & Indigo Colour Fandeck

AN

2 kg 5 kg 10 kg 20 kg

INDIGO

For more information on our products and services contact 02931 281 162 or visit us at www.indigopaints.com

INDIGO Paints Pvt Ltd, 103 Montreal. Baner Road 411 045, India Be surprised!




